
Technical Details
RETRACTABLE PERGOLA FUSION

max. 450 max.900
max. 1300

Maximum width: 1300cm
Maximum projection: 750cm
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Intermediate Balloon
PILLAR / GUTTER BRACKET
     5mm Thickness
     304 Stainless Steel

PILLAR GROUND SUPPORT
     130X65 section
     304 Stainless Steel
     Aluminium caps

PILLAR GROUND SUPPORT
     130X130 section
     304 Stainless Steel
     Aluminium caps

RUNNER / WALL BRACKET     
     HDG Steel 
     Powder coated
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Cloth
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Technical Details
RETRACTABLE PERGOLA FUSION

Tubes     
pieces

Slope      
(A)

Package     
(B)

Encumbrance 
(C) 

250cm 3 58 46 45,0
300cm 4 67 52 46,5
350cm 5 76 58 48,0
400cm 6 85 64 49,5
450cm 7 94 70 51,0
500cm 8 103 76 52,5
550cm 9 112 82 54,0
600cm 10 121 88 55,5
650cm 11 130 94 57,0
700cm 12 139 100 58,5
750cm 13 148 106 60,0
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Slope & Encubrance

Aluminium Frame Colors

Canvas Variations

Dimensions are indicative and may 
vary depending on the project

Recommended minimum slope of 17%

The above is the standard color range available in matt or structural

Dimensions are in cm

Any other RAL is available upon request

WATER TIGHT DICKSON SUNBLOCK 

WATER TIGHT FERRARI SOLTIS W96

WATER TIGHT GIOVANARDI OPATEX PRO
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White
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IvoryIvory

IvoryLight Gray

Light GrayGray

White 

White Outer/White Inner 

Taupe Outer/Ivory Inner Gray Outer/Ivory Inner Dark Gray Outer/Ivory Inner Anthracite Outer/Ivory Inner 

Ivory Outer/Ivory Inner Green Outer/Ivory Inner Bordeaux Outer/Ivory Inner 

Offwhite Hemp BlackCloud

Brown

1013 
Ivory

1019 
Sand

8017 
Brown

7040 
Gray

7016 
Anthracite

9005
Black


